Acorn Street Light Fixtures

Existing Acorns

Acorn LED Replacement

Acorn Style

100 Watts

2000K

Type lli

High Pressure Sodium
Comparable to B1-U5-G3
Mounted on 14 foot poles

Acorn Style

42 Watts

3000K

Type lll

LED

BUG Rating B1-U2-G1
Mounted on 14 foot poles

Due to the Uplight rating of 2, the fixture does not meet
the requirement of “no lights rays somewhat going
above the horizontal plane of the lowest point of the

light source”



Lexington Colonial Light Fixtures

Existing Lexington

Lexington LED Replacement

Lexington Colonial Style
100 Watts

2000K

Type lll

High Pressure Sodium
Mounted on 16 foot poles

Lexington Colonial Style

With Acrylic Lens

42 Watts

3000K

Type lll

LED

BUG Rating B2-U3-G3

Mounted on 16 foot poles

Due to the Uplight rating of 3, the fixture does
not meet the requirement of “no lights rays
somewhat going above the horizontal plane of
the lowest point of the light source”

Lexington Colonial Style

Without Acrylic Lens

42 Watts

3000K

Type lli

LED

BUG Rating B1-U0-G2

Mounted on 16 foot poles

Meets the City Ordinance Requirements



Cobrahead Light Fixtures

Existing Cobrahead

Cobrahead Replacement

Cobrahead Style

100 Watts

2000K

Type lll

High Pressure Sodium

Drop Lens or Cutoff Lens
Mounted on 25 to 35 foot poles

Cobrahead Style

42 Watts

3000K

Type lll

LED

BUG Rating B1-U0-G1

Mounted on 25 to 35 foot poles

Meets the City Ordinance requirements



